M2681S, M2682S, M2684S : 
3.5-inch, SCSI-2 Hard Disk Drive FUJITSU 


Jumper Settings and SCSI Bus Line Termination 


Below is a diagram of the main board for the Fujitsu M268XS series of SCSI interface disk drives and also a summary of the user- 
selectable options including guidelines for installation of the drives. 


All default settings are marked* 


Setting SCSI ID on Terminal CNH1 
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Note : Always ensure that the device ID selected is unique to 
the SCSI bus. The controller is often configured at 1D 7 
So it is best to avoid this ID number for the drive. 


CNG (Side VIEW) 


CN5 External LED connector | See over for details _] 


All default settings are marked* 
Jumper Settings for CNH1 


Recommended Settings 
Macintosh 


Position 
Pin | Function | Open | Short 
SCSI-ID(Bit Value 1) Off* 


| 
| 
| | | | 

3-4 | SCSI-ID(Bit Value 2) |__Off* | On | = 
5-6 |_ SCSI-ID(Bit Value 4) |_Of* |_On | = 
7-8 | Unit Attention | Disable | Enable* | Short Open 
9-10 |_SCSI Bus Parity(Note 1) |_ Disable | Enable* | Short Short 
11-12 |_ SCSI/CCS level |_ CCS/SCSI-1 | SCSI-2* | Short Short 
13-14 | Spindle motor control | By command | Auto* | Short Short 
15-16 | RESERVED(Do not change) | = Selected* | : = 


| 
Note1 : Some older Macintoshes require the parity option to be disabled 


Terminal Settings for CNH2 IMPORTANT - See TERMINATION note below 
SCSI terminating resistor power supp! | 1-2 l 3-4 


Power is supplied to the terminating resistor from both the drive and TERMPWR pin. 
The TERMPWAR pin is also supplied with power from the drive. 

Power is supplied only from the drive. (TERMPWR pin is not used) 
Power is supplied only from the TERMPWR pin. (Drive power is not used) 


ORIENTATION COOLING 

The drive may be installed in one of three orientations; either PCA down Allow space above and below the drive to provide for adequate air flow. 

or on either edge. Inclination from vertical or horizontal should not Fan cooling is recommended. The disk enclosure temperature, 

exceed 5° measured at top centre, should never exceed 60'C. 

MOUNTING SCREW FIXING TERMINATION 

When the mounting screw holes on the side of the drive are used, then A terminating resistor should be installed at both ends of the SCSI bus. 

use only the two pairs of outer holes. Do not use the centre hole in When shipped from the factory, this drive is terminated. If the drive is to 

conjunction with only one of the outer holes. Drives with the suffix SAM be used in the middle of the SCS! cable with other terminated devices at 

accept M3 screws while drives with the suffix SAU accept #6-32UNC the ends, or if external termination is to be used, then the terminating 

screws. The screw must not penetrate the drive by more than 4 resistor pack on the drive must be removed. 

psaline Sont TERMINATION POWER 

GROUNDING TERMPWR must be supplied to the terminating resistor for correct 

Sufficient grounding will be provided for correct operation when the drive operation. This can be supplied from either the drive or the SCSI bus. If 

is screwed into an electrically grounded frame. external termination is to be used then TERMPWR should be supplied to 
the SCSI bus. 
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